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FIG, 1 

100 



STEP 110- 



BASE STAHON RECEIVES RATE 
INDICAnON MESSAGES 



STEP 115- 



BASE STATION SELECTS A 
RECEIVER TO TRANSMIT 



STEP 120- 



STEP 125 



STEP 135- 



TRANSMIT A SUB-PACKET 
TO SELECTED RECEIVER 




RETURN TO 
STEP 110 



BASE STAHON RECEIVES 
ANOTHER RATE INDICAHON 
MESSAGE FROM SELECTED RECEIVER 



STEP 140' 



RE-TRANSMIT SUB-PACKET 
TO SELECTED RECEIVER 
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FIG, 2 
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STEP 210- 
STEP 215- 
STEP 220- 
STEP 225- 



BASE STATION TRANSMITS A DATA RATE 



ENCODER PACKET IS PROCESSED INTO A SUB-PACKET 



I 



ADD ENCODER PACKET SIZE IDENTIFIER TO SUB-PACKET 

1 



MODULATE AND TRANSMIT SUB-PACKET 



FIG, 3 
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ENCODER 
PACKET 
5072 BITS, 



TURBO CODER 
Rc=1/5 




ENCODED 
SUB-PACKETS 



819.2 Kb/s 

24576 BITS^ 38.4, 76.8, 153.6, 
307.2 Kb/s 

614.4, 1288.8 Kb/s 



2457.6 Kb/s 



